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 A Post Survey Revisit (PSR) to the Life Safety 

Code Recertification and State Licensure Survey 

conducted on 04/29/15 was conducted by the 

Indiana State Department of Health in 

accordance with 42 CFR 483.70(a).

Survey Date:  06/23/15

Facility Number:  000110

Provider Number:  155203

AIM Number:  100271120

At this PSR survey, Hillcrest Village was found in 

compliance with Requirements for Participation in 

Medicare/Medicaid, 42 CFR Subpart 483.70(a), 

Life Safety from Fire and the 2000 edition of the 

National Fire Protection Association (NFPA)  101, 

Life Safety Code (LSC), Chapter 19, Existing 

Health Care Occupancies and 410 IAC 16.2.

Hillcrest Village is a two story building with a 

finished partial basement.  The building was 

constructed at two different times.  The original 

building was built in 1966 and constructed with 

mixed construction consisting of a two and 

one-half inch thick concrete decks separating 

each floor, one hour fire rated smoke barrier 

walls, two fire barrier walls constructed of two 

hour construction on each level, brick exterior 

walls with metal studs and one-half hour rated 

drywall, a mix of concrete and metal stud interior 

walls with one-half hour rated drywall, and metal 

trusses and wooden rafters in the roof assembly.  

Based on the lowest construction type, the facility 

construction type was classified as Type V (111) 

construction.  The original building was built with 

an open column foundation exposed at the entire 
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south length of the facility.  In 1974, a two story 

addition including the level 1 Transcare Unit and 

level 2 East Wing was constructed to the 

southeast of the original building and the column 

foundation was converted into a poured finished 

partial basement for physical therapy and is also 

of Type V (111) construction.  Because the 

original building and the addition are the same 

type of construction, the facility was surveyed as 

one building.

The facility is fully sprinkled.  The facility has a fire 

alarm system with smoke detection on all levels 

including the corridors, spaces open to the 

corridors, and battery operated smoke detectors 

in all resident sleeping rooms.  The facility has a 

capacity of 149 and had a census of 121 at the 

time of this survey.

All areas where residents have customary access 

were sprinkled and all areas providing facility 

services were sprinkled except the detached 

laundry building and storage shed.
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